
TECHNIC 

  CAMPO UM 

    

Delta temp. - 2 2:30 degree 

Delta temp. + 5 1:5 degree 

    

Thermost. Ext. No SI/NO  

Probe h2o SI SI/NO  

110V/60Hz No SI/NO  

 

 

START 

  CAMPO UM 

    

Prech. Pellets (s) 10,0  0,0 : 60,0 seconds 

Air compress (s) 6,00 0,0 : 20,0 seconds 

Initial Ventil. 160 0 : 300  

Lux min start 60 0:1.000 lux 

Lux shut down 20 0 : 100 lux 

Deadband (s) 60 0:600 seconds 

Stab. Time flame (m) 1 0:20 minutes 

 

 

POWERS 

  CAMPO UM 

(Type A) A A:D A,B,C,D 

Load inter. 45,0 1,0 : 90,0  seconds 

    

 

POWERS 

  CAMPO  UM    CAMPO UM  

Start  3,0 0,0 : 30,0 Seconds  Vent. 220 0:300  

Pow.1 2,0 0,0 :60,0 Seconds Vent. 150 0:300  

Pow.2 3,5 0,0 :60,0 Seconds  Vent. 160 0:300  

Pow.3 4,5 0,0 :60,0 Seconds Vent. 170 0:300  

Pow.4 5,5 0,0 :60,0 Seconds Vent. 180 0:300  

Pow.5 6,5 0,0 :60,0 Seconds Vent. 200 0:300  

 

 

 

 



CLEANING 

  CAMPO UM 

    

Clean interval (m) 60 0:300 minutes 

Clean grid (s) 30 1:180 seconds 

Clean Vent. 300 0:300  

Air compress No Si/No  

    

Ext. Fan 300 0:300  

 

FINISH 

  CAMPO UM 

Time (m) 2 0:20 minutes 

Ventilation 300 0:300  

Ext. Th. Delay (m) 0 0:90 minutes 

    

    

    

    

 

 

TEST-PAGE 

  CAMPO UM 

Resis.  Off On/off  

    

Cochl.  Off On/off  

Tank1.  Off On/off  

    

F. int. 0 0:300  

F.ext. 0 0:300  

Air off On/off  

Alarm off On/off  

 

REMOTE CONTROL 

  CAMPO UM 

Module No Si/NO  

    

 

 


