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Indoor Unit Compatibility Table

MXZ-
2F33VF3

MXZ-
2F42VF3

MXZ-
2F53VF(H)3

MXZ-
2HA40VF

MXZ-
2HA50VF

MXZ-
3HA50VF

MXZ-
3F54VF3

MXZ-
4F72VF3

MXZ-
4F80VF3

MXZ-
3F68VF3

■ MXZ Series

Indoor Unit

Outdoor Unit Inverter Models  Heat pump type

M series Wall-
Mounted

S series 2×2
Cassette

P series Ceiling-
Suspended

Ceiling-
Concealed

Ceiling-
Concealed

Floor-
Standing

1-way
Cassette

MLZ-KP25VF

MLZ-KP35VF

MLZ-KP50VF

SLZ-M25FA

SLZ-M15FA

SLZ-M35FA

SLZ-M50FA

SEZ-M25DA

SEZ-M25DAL

SEZ-M35DA

SEZ-M35DAL

SEZ-M50DA

SEZ-M50DAL

SEZ-M60DA

SEZ-M60DAL

SEZ-M71DA

SEZ-M71DAL

PCA-M50KA

PCA-M60KA

PCA-M71KA

PEAD-M50JA

PEAD-M50JAL

PEAD-M60JA

PEAD-M60JAL

PEAD-M71JA

PEAD-M71JAL

Possible combinations of outdoor units and indoor units are shown below.

*1  Maximum total current of indoor units: 3A or less.
*2  SEZ-M25 cannot be connected with MXZ-2F/3F/4F when total capacity of connected indoor units is equivalent to outdoor capacity (capacity ratio is 1).
*3  MXZ outdoor units are not designed to operate with a single indoor unit with one-to-one piping work. Please install at least two indoor units.

*2

*2

MSZ-LN35VG(W)(V)(R)(B)

MSZ-LN50VG(W)(V)(R)(B)

MSZ-LN18VG2(W)(V)(R)(B)

MSZ-LN25VG2(W)(V)(R)(B)

MSZ-LN35VG2(W)(V)(R)(B)

MSZ-LN50VG2(W)(V)(R)(B)

MSZ-AP15VG

MSZ-AP20VG

MSZ-AP25VG

MSZ-AP35VG

MSZ-AP42VG

MSZ-AP50VG

MSZ-AP60VG

MSZ-LN25VG(W)(V)(R)(B)

MSZ-LN18VG(W)(V)(R)(B)

MSZ-EF18VG(W)(B)(S)

MSZ-EF22VG(W)(B)(S)

MSZ-EF25VG(W)(B)(S)

MSZ-EF35VG(W)(B)(S)

MSZ-EF42VG(W)(B)(S)

MSZ-EF50VG(W)(B)(S)

MSZ-BT20VG

MSZ-BT25VG

MSZ-BT35VG

MSZ-BT50VG

MSZ-HR25VF

MSZ-HR35VF

MSZ-HR42VF

MSZ-HR50VF

MFZ-KT25VG

MFZ-KT35VG

MFZ-KT50VG

*3 *3 *3 *3 *3 *3 *3 *3 *3 *3

*1

*1

*1

*1

*1

*1


